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1. Overview of IBC rolling bearing products
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IBC precision rolling bearings

High precision angular contact ball bearings
(spindle bearings)

(from page 11)

Precision 60° ball screw support bearings
single-row (BS)

(from page 18)

ARTB bearings
(axial-radial bearings)

(from page 25)

High precision cylindrical roller bearings

(from page 14)

Precision 60° ball screw support bearings
double-row (BSD, BSDF, BSDFA)

(from page 20)

Precision locknuts
Sealing ring locknuts
Labyrinth seals
(from page 26)

Precision angular contact ball bearings
for short spindles (DTB)

(from page 16)

Precision bearing units

(from page 22)

Special bearings

(from page 36)
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IBC rolling bearings

IBC linear motion bearings and telescopic guides

40° angular contact ball bearings

(from page 28)

Cylindrical roller bearings

(from page 30)

Deep groove ball bearings

(from page 34)

EASY-Runner

(from page 37)

TELESCOPIC-Runner
partial extension

(from page 37)

TELESCOPIC-Runner
full extension

(from page 37)

ECO-Runner

(from page 38)

INOX-Runner

(from page 39)

FLEXY-Runner

(from page 40)



Precision and innovation have been the cornerstones
of IBC Wälzlager since 1972. Continuing the tradition of
Robert Kling Wetzlar GmbH, the company has built on these
principles to establish its global presence in the field of rolling
bearings and linear guides. These two buzzwords are backed by
200 employees whose expertise and technological capabilities
ensure the continuous development and optimization of our
products. They are spread across two German plants, in Solms-
Oberbiel and Asslar, as well as our Swiss branch in Grenchen
and our joint venture in India (Aurangabad). In addition to our
products themselves, sustained quality assurance and close
coordination with customers are fundamental parts of our corpo-
rate philosophy. The long service life, user-friendliness, and high
economic efficiency of our products make IBC a reliable partner for
precision rolling bearings and linear guides in customer-specifi
systems and individual solutions. We focus on thorough,
individualized consultation with customers to meet these goals
by developing the most effective and economical solutions
together with our users.

Close contact with our customers is our top priority, because it is
the only way to effectively define objectives and implement them
to the benefit of all parties

For bearing design and vibration analysis, databases and modern
calculation software have become indispensable tools. They are
continuously being optimized in cooperation with our customers.
The combination of our expertise in customer-specific specialty
solutions, standard bearings in various batch sizes, and excellent
availability means that customers can rely on getting the right so-
lutions for prototyping and series production.

Another key point is our intensive cooperation with colleges and
universities in the fields of research and development. Our goal is
to secure our own next generation through education and ongoing
training.

Research and development always work hand in hand with cut-
ting-edge manufacturing technology and equipment. But our
primary focus here is on people. We know that only qualifie
technical specialists can produce rolling bearings that meet the
highest standards of quality.

Continuously increasing requirements for bearing systems have
led to the development of diverse methods and new materials to
meet the needs of tougher and highly varied technical and com-
mercial applications.

IBC Wälzlager addresses this trend with continuous performance
improvements for products and processes, as well as by expan-
ding our product range.

This catalog (TI-I-5000) provides an overview of the products and
services of IBC Wälzlager GmbH. Technical details, particularly
rotary speeds and load ratings, can be found in the more detailed
product catalogs.

IBC high precision angular contact ball bearings (spindle
bearings) have been developed for all bearing applications that
require exceptional reliability, stiffness, speed capacity, and
running precision, or any combination of these. Our wide model
range allows spindle manufacturers and machine builders to
optimize their spindles for the aspects that are most important
to them— the perfect combination of technology and economic
efficienc .

IBC produces three different types of spindle bearings. The stan-
dard version is designed for high stiffness and load capacity, while
the H version is conceived for maximum speed. The HM version
combines the benefits of both of the types, with an optimized in-
ternal design, medium-sized ball bearings, and curvature contact
point. It can achieve rotary speeds that are nearly as high as the
H version, while maintaining a load rating that is only slightly lower
than the standard version.

Depending on the particular application, IBC customers can
select from a wide range of bearings in various designs and sizes,
with different design features, in order to improve performance
while reducing the cost of rolling bearings. Spindle bearings with
contact angles of 15°, 18°, 20°, 25° and 30° are commonly used,
with steel or ceramic rolling elements in various diameters. This
product range is complemented by optimal ATCoat thin dense
chromium coating for special applications.

Factory-lubricated and sealed high precision rolling bearings
eliminate maintenance and ensure lifelong bearing lubrication.
This simplifies customer designs and facilitates the assembly pro-
cess. For applications with oil lubrication, IBC produces spindle
bearings with an oil groove and lubrication holes in the outer ring.

2. Introduction
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IBC also offers its customers a variety of different cage materials
for high precision angular contact ball bearings to suit the parti-
cular application.

Universally ground IBC high precision angular contact ball
bearings marked with arrows can be used individually or in
arbitrary set configurations. This is a great advantage, particularly
in terms of spare parts procurement and inventories. If there are
special requirements for stiffness and bearing loads, then bearing
sets consisting of several high precision angular contact ball
bearings are recommended. Another benefit of IBC is the pro-
duction of custom-made, pre-assembled, ready-to-install angular
contact ball bearing sets. In addition to the arrow marks on indivi-
dual bearings, they have an overall marking across the entire set
(High Precision Bearings TI-I-5050).

Machine tool applications place high demands on the running
precision of all components. To meet these requirements, IBC
has developed high precision cylindrical roller bearings that
combine this property with high stiffness and load-bearing capa-
city, while maintaining high speed capability and a small cross
section. The latter is a great advantage particularly for multiple
spindle configurations, as it makes it possible to reduce axis
spacing. High precision cylindrical roller bearings are capable of
compensating for thermally induced elongation of the surrounding
components, making them the ideal floating bearing

With the precision bearing series DTB (Driven Tool Bearings),
IBC provides users with a particularly economical solution for
applications in driven tools, with respect to contact angle, internal
geometry, and running precision. These precision angular contact
ball bearings have been optimized especially for these applicati-
ons. The advantage is a significant increase in the productivity of
machine tools.

IBC bearings in the - series (Extended Capacity and
Advanced Application) have long service life, greater speed
capability, and better running characteristics.

mit geringerer Wärmeentwicklung, zu erzielen. Ferner kennzeic

Optimization of the design, materials, and production flows have
resulted in substantial improvements in service life, functional
reliability, load capacity, and running characteristics, while simulta-
neously reducing friction and the associated heat generation. The
products are also characterized by higher dynamic load ratings.
The -series is currently used in cylindrical roller bearings,
precision 60° ball screw support bearings, and 40° angular con-
tact ball bearings.

In addition to the single-row 60° ball screw support
bearings of the - series (BS...), IBC also produces
double-row 60° ball screw support bearings in the

-series with the designation BSD… (for use in housings)
as well as BSDF... and BSDFA… (flangeversion). They provide
users with a high precision ball screw spindle bearing with high
load capacity and low friction. Simple assembly and economical
applications further optimize the entire machine tool system
(Precision Rolling Bearings for Ball Screws TI-I-5010).

IBC also produces an extensive range of precision bearing
units. A vast number of applications have different bearing requi-
rements in terms of axial stiffness and load rating, low heat gene-
ration due to low friction, speed, and running precision. This has
given rise to a variable building-block system consisting of fixe
bearings, floating bearings, and spring-preloaded assemblies,
giving designers great flexibility in the design of variants. It simpli-
fies the installation of related assemblies, making the installation
process faster. Eliminating the axial contact surface in mounting
holes also simplifies the surrounding components. Areas of appli-
cation for IBC precision bearing units with lifetime lubrication and
labyrinth seals include ball screws, which are primarily used in
machine tools; measuring-, handling- and sheet-metal processing
machinery; wood-processing- and special machines as well as
in assembly presses. In addition to the standard product range
of precision flanged and pillow block units, IBC produces a wide
range of special solutions (Precision Rolling Bearings for Ball
Screws TI-I-5010).



Other components for rolling bearing systems, such as
precision locknuts and labyrinth seals, have also been an
integral part of our product range for many years. IBC preci-
sion locknuts with fine-thread are used in precise applications,
such as bearings for ball screws and machining spindles.

The locking systems integrated in various locknuts enable sim-
ple, precise, and permanent assembly. No further retaining fea-
tures, such as grooves for washers in the threads, are neces-
sary. The cross section of the shaft remains fully intact, avoiding
any notch effects. Clamping systems can replace imprecise
washers. This improves precision and reduces play in the axial
direction. Adding a labyrinth seal provides an alternative to se-
parate seals. This wide range of variants provides numerous
possibilities for optimizing economic efficiency (High Precision
Locknuts TI-I-5020).

IBC provides axial-radial bearings for rotary tables. These ARTB
bearings are easy to install and consist of an L-section ring, an
outer ring, a shield, two axial roller cage sets, and a full comple-
ment radial roller set. They can support high combination loads
with high stiffness and running precision.

Single-row IBC 40° angular contact ball bearings from the
- series are available in the designs 70.., 72.., and 73..,

and their internal geometry enables them to support high external
loads. Axial forces can be supported in only one direction and
apply a compressive load to the rolling elements between the high
shoulders of the inner and outer rings. Due to the contact angle,
radial forces induce an axial force that also needs to be conside-
red in the design. IBC provides 40° angular contact ball bearings
in open and sealed designs. The materials used for cages include
sheet steel, brass, polyamide, and PEEK. The universally ground
bearings are produced in the axial clearance / preload classes
UA, UB, UO, UL, UM, and UH.

They can be installed as sets in X, O, or tandem configurations
The areas of application for 40° angular contact ball bearings
include compressors, gearboxes, gearmotors, blowers, fans,
pumps, textile machines, and printing machines (40° Angular
Contact Ball Bearings TI-I-4044).

IBC cylindrical roller bearings from the - series are
used wherever high speeds, minimal frictional losses, high radial
loads, and thermally induced elongation of surrounding compo-
nents come into play. Cylindrical roller bearings with cage can
take very high loads in the radial direction, have high stiffness
due to the line contact between the roller and raceway, and are
designed for high rotary speeds. IBC produces cylindrical roller
bearings in various designs, dimensional series, and sizes. As
this type of bearing is able to permit axial displacement, it is the
ideal choice for the floating bearings of working spindles in machine
tools. They are also used in gearboxes, pumps, and compressors.
In addition to the single-row cage-style cylindrical roller be-
aring, the product range extends to single-row full complement
cylindrical roller bearings for general machine designs. While
cylindrical roller bearings with cage allow relatively high speeds,
even under heavy loads, full complement cylindrical roller be-
arings are designed for low speeds and pivot motions. With the
greatest possible number of rolling elements, they are extremely
stable in the radial direction, have impressively high stiffness,
and are especially well suited for space-saving designs. They
are used in slowly rotating, extremely highly loaded bearing
applications (Cylindrical Roller Bearing TI-I-4010).

IBC deep groove ball bearings are versatile, with a simple de-
sign, and have low frictional torque for high rotational speeds.
Their robustness, ease of maintenance, and economic efficienc
are impressive. Because they can be produced with high precision
and in low-noise designs, deep groove ball bearings are often
used in electric motors. Their practically unlimited selection of
dimensions and designs makes them one of the most commonly
used types of bearings.
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Special versions of self-aligning and tapered roller bearings
round out the IBC product range. The use of a wide variety of
different cage materials and lubricants is another strong point
for IBC, enabling precise implementation of the application in an
intensively competitive field. Their great availability from stock
is another advantage with respect to procurement time and in-
house inventories.

The selection of a suitable lubricant is highly critical for the
operational reliability of a precision bearing. They help to reduce
friction and minimize wear. The majority of bearings that do not
survive through their planned service life fail due to deficiencies in
lubrication. IBC provides an extensive range of high-quality lubri-
cants in stock in order to enable optimal lubrication. Bearings that
have been greased at the factory can be ordered from IBC with
the appropriate suffix. For high precision bearings, the customer
needs to perform a grease distribution run.

In addition to the familiar and established rotating rolling bearing
program, IBC produces linear motion bearings guided in tracks
with an X or U profile and an internal raceway. This results in
a very compact and space-saving system. The most common
variants are telescopic linear guides and linear motion be-
aring carriage systems. Applications can be found in medical
technology, warehouse logistics, railway vehicles, and machine
tool enclosures (EASY-Runner TI-I-7011, TELESCOPIC-Runner
TI-I-7005, ECO-Runner TI-I-7001, Product Range Linear
Technology TI-I-7000).

IBC also produces carriage systems in stainless steel with corro-
sion resistance (INOX-Runner) and curved guides for implemen-
ting non-linear motions (FLEXY-Runner Curved Guide).

The extensive portfolio of IBC rolling bearings is supplemented
by ATCoat thin dense chromium coated rolling bearings and
linear guides for special applications. Other benefits include
characteristics that extend useful service life and excellent wear
and corrosion resistance. (IBC Rolling Bearings with ATCoat
Coating TI-I-5011, ATC Thin Dense Chromium Technology).

This extensive product range, our worldwide customer site sup-
port, and our service and technical support departments help us
to develop specific, economic efficiency bearing solutions with our
customers.

Support for global corporate sites is getting increasingly important
in today’s world, with global sourcing and localization of product
markets. With our own production and sales locations in Germany,
Switzerland, and India, and a sales office in Guangzhou (China),
IBC not only covers European markets, but has also tapped into
the most important markets of the future.

At IBCWälzlager, our dedication to precision serves you, our
customer. We will be happy to support you with an early application
consultation and look forward to talking with you.
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IBC high precision angular contact ball bearings
(spindle bearings)

IBC high precision angular contact ball bearings (spindle
bearings) meet the highest requirements for reliability, stiffness,
speed, running precision, and vibration within the available
space. This requires a wide range of bearings in various designs
and sizes, with different design features, in order to improve
performance while reducing the cost of rolling bearings. The large
number of styles provides optimal combinations of technology
and economic efficienc (High Precision Bearings TI-I-5050).

The compact dimensional series 18, 19, and 10 support high
speeds. For the heavy series 02 and 03, high load ratings and
stiffness are the main features. The H design has small rolling
elements for maximum speed with no compromises, while the
HM design has medium-sized balls and open bevels for very high
speeds combined with high load ratings.

IBC has designed the internal structures of its spindle bearings
to meet the diverse requirements of machine tools, with high
precision angular contact ball bearings with 15°, 25°, and 30°
contact angles. The high-speed H and HM designs are available
in 18° and 25° versions. Different contact angles cover specifi
stiffness and speed requirements for combined loads. In addition,
IBC produces angular contact ball bearings with contact angles of
40° and 60°, as described in the catalogs 40° Angular Contact
Ball Bearings TI-I-4044 and Precision Rolling Bearings for
Ball Screws TI-I-5010.

Hybrid rolling bearings are not only used for high-speed ap-
plications, but also have an impressive reliability and extended
lubrication life. Harder, lighter ceramic rolling elements reduce
friction and lower lubrication requirements with improved rolling
conditions — even when poorly lubricated. They are also used in
rolling bearings for electrical insulation.

The continuously rising demand for greased high precision angular
contact ball bearings has led to additional sealed designs that are
greased and ready to go. Applying the right amount of the optimal
grease at the factory has a positive effect on the bearing life, and
therefore on the service life of the machine. IBC high precision
rolling bearings with factory grease are ready to install and can
be run immediately following a run-in to distribute the grease. Op-
tional seals on one or both sides with non-contact seals (2RSZ),
which do not limit high-speed applications, provide high precision
angular contact ball bearings with optimal protection against
contamination and airflows

Seals also act as grease retainers for vertical or pivoting spindles.
Where grease lubrication reaches its limits, open rolling bearings
can be lubricated from the sides via spacer rings with oil or a
mixture of oil and air. One optimized solution is the IBC high
precision angular contact ball bearing with outer ring lubrication,
which does not require any additional components in the area
surrounding the bearing. They are designated by the suffix S…
and have an annular groove and radial inlet holes for direct lubri-
cation. O-rings integrated in the outer rings provide sealing within
the housing.

In addition to single-row, high precision angular contact ball
bearings, IBC high precision cylindrical roller bearings are
also used in machine tools. They combine high radial stiffness
and load-bearing capacity with high running precision, high speed
capability, and a low cross-sectional height. They are available
with a single-row in dimensional series 19 and 10, and double-row
in dimensional series 30 and 49.

IBC high precision cylindrical roller bearings with the HN desig-
nation have an internal geometry that is optimized for maximum
speeds. Ceramic rolling elements (CR) can also be used, or the
number of rolling elements can be cut in half (V852).

Depending on the design, the outer ring (NNU) or the inner ring
(N and NN) provides axial guidance for the rolling elements. The
rolling elements and the cage remain between the shoulders
when the shoulderless ring is removed from the roller bearing.
This greatly simplifies the separate installation of the inner and
outer rings.

All double-row IBC high precision cylindrical roller bearings have
a lubrication groove with three holes (designation W33, spaced at
120°) in the outer ring to ensure effective lubrication.

For special applications, IBC produces specialized styles of high
precision cylindrical roller bearings. Please contact our applica-
tion engineers. They will be happy to help you with solutions to
your particular applications and roller bearing designs.

H HM Standard

x51-622



3. IBC high precision angular contact ball bearings
Spindle bearing designation system
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.2RSZ

.E

.T

.T

.2RSZ

CB
X-
XxAC,B,
, ,
CB
AC-

H
AC,B,
AC,
CB, ,
H

719
770
770
770
770
772

.T

.TE

.T

.T

.T

.M

S206
00
1

.E

.E

.C .

.E

.C

.E

14
00
14
16
12
13

- rolling elements and rings 100Cr6
CB rolling elements Si3N4
AC- ATCoat rings
ACC- ATCoat rings + rolling elements Si3N4
AL- ATCoat rings + Lub
ALC- ATCoat rings + Lub + rolling elements Si3N4
X- ChromoTec rings

Material

Design

- standard
H high-speed version,

small balls
HM high-speed version,

medium balls

Dimensional series

718... very light series
719... light series
70... medium series
72... heavy series
73... very heavy series

Bore code

00 10 mm 02 15 mm
01 12 mm 03 17 mm
code 04 and higher: 4 x 5 = 20 mm

Contact angle

C 15° or 18°
D 20°
E 25°
A 30°

Lubrication groove and bore

S... direct lubrication through
outer ring; three-digit number indicates
quantity and diameter of holes

Cage

T Phenolic resin
P Polyamide
TP Phenolic resin – guided by rolling elements
PP Polyamide – guided by rolling elements
K PEEK
G PTFE
M Brass*

S Stainless steel
Typically window cage guided by outer ring

Seal

- open bearing
2RSZ non-contact seal, double-sided

.E

.T

.T
2R
.M

.P4A

.P4A

.P4A

.P4A

.P2H

.P4A

.X1

.X5
X5.,
.X5
.X6
.X8

0

.QBT

.UL

.UL0

.UL
M
.UL
.U40

00
14
16
12
.A11

.E

.C

.GS34B

Examples:
AC,B,

Quantity and type of bearings

D... duplex set
T... triplex set
Q... quadruplex set
P... pentaplex set
For designation of the bearing configuration, see
catalog TI-I-5050

Sorting, tighter tolerances

X1-8 sorting groups
X1 sorting group close to

nominal dimension
X5 middle sorting group
X8 sorting group close to

maximum deviation

Accuracy

P4A dimensional precision P4 and
running precision P2

P2H dimensional precision P4 and
running precision P2

Preload and axial bearing
clearance

UL light
UM medium
UF increased
UH high
U... special preload, dimensions in daN
A... axial bearing clearance, dimensions in μm
U universally ground

- non-greased (open)
2RSZ Standard GS36 and GS75 (sealed)
GS34B 15-20% filled with GS3
GH68Y… filled with GH68 in cm

Lubrication

ATCoat coating

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring, corrosion-

resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L only raceway is coated
A..LF only raceway is coated and finished
A..F coated bearing rings, finished racewa
A..P faces may be reground after ATCoat

is applied
A..M coated ring peripheral diameter

*M0 = Lead free brass cage



IBC high precision angular contact ball bearings
Manufacturing overview
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.

6
7
8
9
10 71900 22 6
12 71901 24 6
15 71902 28 7
17 71803 26 5 71903 30 7 HM 71903 30 7
20 71804 32 7 71904 37 9 HM 71904 37 9
25 71805 37 7 71905 42 9 HM 71905 42 9
30 71806 42 7 71906 47 9 HM 71906 47 9
35 71807 47 7 71907 55 10 HM 71907 55 10
40 71808 52 7 71908 62 12 HM 71908 62 12
45 71809 58 7 71909 68 12 HM 71909 68 12
50 71810 65 7 71910 72 12 HM 71910 72 12
55 71811 72 9 71911 80 13 HM 71911 80 13
60 71812 78 10 71912 85 13 HM 71912 85 13
65 71813 85 10 71913 90 13 HM 71913 90 13
70 71814 90 10 71914 100 16 HM 71914 100 16
75 71815 95 10 71915 105 16 HM 71915 105 16
80 71816 100 10 71916 110 16 HM 71916 110 16
85 71817 110 13 71917 120 18 HM 71917 120 18
90 71818 115 13 71918 125 18 HM 71918 125 18
95 71819 120 13 71919 130 18 HM 71919 130 18
100 71820 125 13 71920 140 20 HM 71920 140 20
105 71821 130 13 71921 145 20 HM 71921 145 20
110 71822 140 16 71922 150 20 HM 71922 150 20
120 71824 150 16 71924 165 22 HM 71924 165 22
130 71826 165 18 71926 180 24 HM 71926 180 24
140 71828 175 18 71928 190 24
150 71830 190 20 71930 210 28
160 71832 200 20 71932 220 28
170 71834 215 22 71934 230 28
180 71836 225 22 71936 250 33
190 71838 240 24 71938 260 33
200 71840 250 24 71940 280 38
220 71844 270 24 71944 300 38
240 71848 300 28 71948 320 38
260 71852 320 28 71952 360 46
280 71856 350 33 71956 380 46
300 71860 380 38 71960 420 56
320 71864 400 38 71964 440 56
340 71968 460 56
360 71972 480 56

Series

718... 719... HM 719...
d D B D B D B
mm mm mm mm

Notes on sealed high precision angular contact ball bearings can be found in the catalog for High Precision Bearings TI-I-5050.

718...
719...

HM 719...
H 770...

HM 70...
H 70...

72...
73...

x51-623

718... 719... HM 719... 70... HM 70... H 70... 73...72...
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706 17 6
707 19 6
708 22 7
709 24 7
7000 26 8 7200 30 9
7001 28 8 7201 32 10
7002 32 9 7202 35 11
7003 35 10 HM 7003 35 10 7203 40 12
7004 42 12 HM 7004 42 12 7204 47 14 7304 52 15
7005 47 12 HM 7005 47 12 H 7005 47 12 7205 52 15 7305 62 17
7006 55 13 HM 7006 55 13 H 7006 55 13 7206 62 16 7306 72 19
7007 62 14 HM 7007 62 14 H 7007 62 14 7207 72 17 7307 80 21
7008 68 15 HM 7008 68 15 H 7008 68 15 7208 80 18 7308 90 23
7009 75 16 HM 7009 75 16 H 7009 75 16 7209 85 19 7309 100 25
7010 80 16 HM 7010 80 16 H 7010 80 16 7210 90 20 7310 110 27
7011 90 18 HM 7011 90 18 H 7011 90 18 7211 100 21 7311 120 29
7012 95 18 HM 7012 95 18 H 7012 95 18 7212 110 22 7312 130 31
7013 100 18 HM 7013 100 18 H 7013 100 18 7213 120 23 7313 140 33
7014 110 20 HM 7014 110 20 H 7014 110 20 7214 125 24 7314 150 35
7015 115 20 HM 7015 115 20 H 7015 115 20 7215 130 25 7315 160 37
7016 125 22 HM 7016 125 22 H 7016 125 22 7216 140 26
7017 130 22 HM 7017 130 22 H 7017 130 22 7217 150 28
7018 140 24 HM 7018 140 24 H 7018 140 24 7218 160 30
7019 145 24 HM 7019 145 24 H 7019 145 24 7219 170 32
7020 150 24 HM 7020 150 24 H 7020 150 24 7220 180 34
7021 160 26 HM 7021 160 26 H 7021 160 26 7221 190 36
7022 170 28 HM 7022 170 28 H 7022 170 28 7222 200 38
7024 180 28 HM 7024 180 28 H 7024 180 28 7224 215 40
7026 200 33 HM 7026 200 33 H 7026 200 33 7226 230 40
7028 210 33 7228 250 42
7030 225 35
7032 240 38
7034 260 42
7036 280 46
7038 290 46
7040 310 51
7044 340 56
7048 360 56

Series

70... HM 70... H 70... 72... 73...
D B D B D B D B D B

mm mm mm mm mm

CB 718...
CB 719...

CBHM 719...
CB 70...

CBHM 70...
CBH 70...

72...
73... x51-624

CB 718... CB 719... CBHM 719... CBHM 70... CBH 70...CB 70... 72... 73...

Notes on sealed high precision angular contact ball bearings can be found in the catalog for High Precision Bearings TI-I-5050.



4. IBC high precision cylindrical roller bearings
4. Designation system
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HN
NNC,B,
NNU
HN
N

10
30
49
10
10

15
18
24
20
08

.KPA

.PYB

.M

.KPA

.MCB
0

.W33

.W33

.K 0

.K

.K

.SP 0

.SP

.P5

.SP

.P5

Material

- rolling elements and rings 100Cr6
CR rolling elements Si3N4

AC- ATCoat rings
ACC- ATCoat rings+rolling elements Si3N4

19... 10...
30...
49...

Dimensional series

Lubrication groove

W33 lubrication groove with three
holes in outer ring,
spaced 120° apart
NN 30 and NNU 49

Bore geometry

- cylindrical bore
K tapered bore 1:12

Design

N...
NN...
NNU...

HN...

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring,

corrosion-resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L only raceway is coated
A..M coated ring peripheral diameter

ATCoat coating

CR

AC, ,
AC-
CR

Special specification

Q851 narrowed bearing clearance
V852 reduced quantity of rolling elements,

narrowed bearing clearance

Combined precision and bearing clearance

SPC2X precision class SP,
bearing clearance C2X

SP(C1) precision class SP,
bearing clearance C1 (standard)

P5 precision per DIN 620-2,
tolerance class 5

00

.A11

.V8520

.Q851

.V852

Examples:
AC,B,

Bore code

00 10 mm 02 15 mm
01 12 mm 03 17 mm

code 04 and higher: 4 x 5 = 20 mm

Cage

M solid brass cage, guided by rolling elements*
PYB polyphenylene sulfide cage

guided by inner ring
M1 solid brass cage, guided by rolling elements,

riveted*
MCB solid brass cage, guided by inner ring*
KPA PEEK window cage, guided by outer ring

*M0 = Lead free brass cage
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x52-126

N 19...
N 19...K
N 10...
N 10...K

NN 30...
NN 30...K

NNU 49...
NNU 49...K

N 19... N 19...K N 10... N 10...K NN 30... NN 30...K NNU 49... NNU 49...K

25 NN 3005 47 16
30 NN 3006 55 19
35 NN 3007 62 20
40 N 1008 68 15 NN 3008 68 21
45 N 1009 75 16 NN 3009 75 23
50 N 1910 72 12 N 1010 80 16 NN 3010 80 23
55 N 1911 80 13 N 1011 90 18 NN 3011 90 26
60 N 1912 85 13 N 1012 95 18 NN 3012 95 26
65 N 1913 90 13 N 1013 100 18 NN 3013 100 26
70 N 1914 100 16 N 1014 110 20 NN 3014 110 30
75 N 1915 105 16 N 1015 115 20 NN 3015 115 30
80 N 1916 110 16 N 1016 125 22 NN 3016 125 34
85 N 1917 120 18 N 1017 130 22 NN 3017 130 34
90 N 1918 125 18 N 1018 140 24 NN 3018 140 37
95 N 1919 130 18 N 1019 145 24 NN 3019 145 37
100 N 1920 140 20 N 1020 150 24 NN 3020 150 37 NNU 4920 140 40
105 N 1921 145 20 N 1021 160 26 NN 3021 160 41 NNU 4921 145 40
110 N 1922 150 20 N 1022 170 28 NN 3022 170 45 NNU 4922 150 40
120 N 1924 165 22 N 1024 180 28 NN 3024 180 46 NNU 4924 165 45
130 N 1926 180 24 N 1026 200 33 NN 3026 200 52 NNU 4926 180 50
140 N 1928 190 24 N 1028 210 33 NN 3028 210 53 NNU 4928 190 50
150 N 1930 210 28 N 1030 225 35 NN 3030 225 56 NNU 4930 210 60
160 N 1932 220 28 N 1032 240 38 NN 3032 240 60 NNU 4932 220 60
170 N 1934 230 28 N 1034 260 42 NN 3034 260 67 NNU 4934 230 60
180 N 1936 250 33 N 1036 280 46 NN 3036 280 74 NNU 4936 250 69
190 N 1938 260 33 N 1038 290 46 NN 3038 290 75 NNU 4938 260 69
200 N 1940 280 38 N 1040 310 51 NN 3040 310 82 NNU 4940 280 80
220 N 1944 300 38 N 1044 340 56 NN 3044 340 90 NNU 4944 300 80
240 N 1948 320 38 N 1048 360 56 NN 3048 360 92 NNU 4948 320 80
260 N 1952 360 46 N 1052 400 65 NN 3052 400 104 NNU 4952 360 100
280 N 1956 380 46 N 1056 420 65 NN 3056 420 106 NNU 4956 380 100
300 N 1960 420 56 NNU 4960 420 118
320 N 1964 440 56 NNU 4964 440 118
340 N 1968 460 56
360 N 1972 480 56

Series

N 19... / N 19...K

D B
mm

N 10... / N 10...K

D B
mm

NN 30... / NN 30...K

D B
mm

NNU 49... / NNU 49...K

D B
mm

d
mm

See page 10 of this catalog for details on the scope of delivery and the use of these special high precision cylindrical roller bearings in machine
tool spindle applications.
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Material

- rolling elements and rings 100Cr6

Bore code

00 10 mm 02 15 mm
01 12 mm 03 17 mm

code 04 and higher: 4 x 5 = 20 mm

Dimensional series

/19... light series
/10... medium series

- only for corrosion protection
G... specified greas

Lubrication

Seal

2RSZ non-contact seal, on both sides
sealed bearing, standard grease
GS36 or GS75

Design

DTB normal design

Contact angle

E 25°
A 30°

DTB
DTB
DTB
DTB

04
04
05
06

/10
/19
/19
/19

.A

.A

.E

.E

.2RSZ

.2RSZ

.2RSZ

.2RSZ

,
CB
ACC-

.GS32

Examples:
AC,B,
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The precision angular contact ball bearing series DTB (Dri-
ven Tool Bearings) has been specially designed for driven tools
used in modern, high precision machine tools for milling and dril-
ling operations. These machining operations are often performed
under tight space constraints with short cycle times and high ma-
chining forces. High stiffness, running precision and the ability to
reach high speeds are indispensable requirements for bearings
used in precision machining operations. This is the only way to
achieve high precision machining results, greater cutting capacity,
and higher system availability with minimal maintenance effort.

The precision angular contact ball bearing series DTB provides
IBC users with a very economic solution for driven tool applicati-
ons. They have been specially optimized for these applications in
terms of contact angle, internal geometry, and running precision.
In addition to more exacting machining results, they also have the
advantage of increased machine tool productivity.

DTB angular contact ball bearings are produced in dimension
series 19 and 10, with contact angles of 25° (E) or 30° (A). The
standard cage material is polyamide. The overall increase in axial
load capacity and stiffness can support combinations of radial and
axial loads.

IBC provides the ideal rolling bearing solution for driven tools.

The DTB precision angular contact ball bearing series meet
precision class P4. With preloading class UM, the bearings are
matched to typical load cases in these applications.

x51-121

17 DTB 03/19 30 7 DTB 03/10 35 10
20 DTB 04/19 37 9 DTB 04/10 42 12
25 DTB 05/19 42 9 DTB 05/10 47 12
30 DTB 06/19 47 9 DTB 06/10 55 13
35 DTB 07/19 55 10 DTB 07/10 62 14
40 DTB 08/19 62 12 DTB 08/10 68 15
45 DTB 09/19 68 12 DTB 09/10 75 16
50 DTB 10/19 72 12 DTB 10/10 80 16
55 DTB 11/19 80 13 DTB 11/10 90 18
60 DTB 12/19 85 13 DTB 12/10 95 18
65 DTB 13/19 90 13
75 DTB 15/19 105 16

Series

DTB.../19 DTB.../10

d D B D B
mm mm mm
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BS
BS, ,
BS
BSB

75,13
3030
5050
8080

MC,13
M
M
M

0

/16

10
CB-

AC-

.OX

.GN21G

.GH62G

Material

- rolling elements and rings 100Cr6
CB- rolling elements Si3N4

AC- ATCoat rings
ACC- ATCoat rings + rolling elements Si3N4

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring, corrosion-

resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L only raceway is coated
A..LF only raceway is coated and finishe
A..F coated bearing ring, finished raceway
A..P faces may be reground after

ATCoat is applied
A..M coated ring peripheral diameter

ATCoat coating

Lubrication

- 50% / GH62 (Standard)
GN21G 30-35% / GN21
OX corrosion protected

110
62
100
170

Examples:
AC,B,

0

.2RSZ

0
.P4A
.P4A
.P4A
.P5A

0
.D

.Q

.D

0
UM
.UH
UM
UM

0

.A15

Preload and axial
bearing clearance

UL light
UM medium
UH high
U... special preload, dimensions in daN
A... axial clearance, dimensions in µm
U universally ground

Quantity and type of bearings

D... duplex set
T... triplex set
Q... quadruplex set
P... pentaplex set
For marking of the bearing arrangement, see
catalog High Precision Bearings TI-I-5050

Bearing width

- standard width
/16 width in mm per DIN 616

Bore code and dimensional unit

25 M metric dimensions d = 25 mm
150 I inch dimensions d = 1,50 ″

(38,1 mm)

Accuracy

P5A tolerance class P5A for
BSB bearings on request

P4 dimensional and
running precision P4

P4A dimensional precision P4 and
running precision P2

P2H dimensional precision P4 and
running precision P2

Seal

- open angular contact ball bearing
ARSZ non-contact seal on high shoulder

of the outer ring
BRSZ non-contact seal on low shoulder

of the outer ring
2RSZ non-contact seal, double-sided
2RZ gap seal, double-sided
2RS contact seal, double-sided

Outer bearing diameter

only for metric rolling bearings, indicated in mm

Design

BS
BSB

60° contact angle
40° contact angle
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Precision 60° ball screw support bearings support axial forces
in one direction and therefore are typically set against each other in
pairs. One typical application is the bearing of a ball screw.

The ball screw support bearings are universally face-ground.
Each bearing point can be arranged as a single rolling bearing or
a factory-assembled set in any combination. Factory-assembled
sets are marked on the outer rings across the entire set of ball
screw support bearings.

Great benefits include ease of installation, long service life
with no maintenance, and permanent grease and oil circulation
lubrication. Other advantages include high positioning accuracy, low
energy consumption, and reliable operation under high ball screw
accelerations and speeds. To further increase speed, or in case of
unfavourable lubrication conditions (such as pivot motions or low
speeds), ceramic rolling elements or an ATC thin dense chromium
coating on the rings can be used. Seals on both sides of the
60° ball screw support bearings round out the product range
(Precision Rolling Bearings for Ball Screws TI-I-5010).

x51-628

BS...M... ...2RSZ...

Series
BSB...

d D B
mm mm

12 BSB 12M32/10 32 10
15 BSB 15M35/11 35 11
15 BSB 15M42/13 42 13
17 BSB 17M40/12 40 12
20 BSB 20M47/17 47 17
25 BSB 25M52/15 52 15
40 BSB 40M90/23 90 23
45 BSB 45M100/25 100 25
50 BSB 50M90/20 90 20
50 BSB 50M110/27 110 27
80 BSB 80M140/26 140 26
80 BSB 80M170/39 170 39
100 BSB 100M215/47 215 47
120 BSB 120M260/55 260 55

Series
BS...

d D B
mm mm

a
12 BS 12M32 32 10
15 BS 15M47 47 15
17 BS 17M47 47 15
20 BS 20M47 47 15
20 BS 20M47/14 47 14
20 BS 20M52 52 15
25 BS 25M52 52 15
25 BS 25M62 62 15
25 BS 25M62/17 62 17
30 BS 30M62 62 15
30 BS 30M62/16 62 16
30 BS 30M72 72 15
30 BS 30M72/19 72 19
35 BS 35M72 72 15
35 BS 35M72/17 72 17
35 BS 35M100 100 20
40 BS 40M72 72 15
40 BS 40M80/18 80 18
40 BS 40M90 90 20
40 BS 40M90/23 90 23
40 BS 40M100 100 20
45 BS 45M75 75 15
45 BS 45M100 100 20
50 BS 50M90 90 20
50 BS 50M100 100 20
55 BS 55M90 90 15
55 BS 55M100 100 20
55 BS 55M120 120 20
60 BS 60M110 110 22
60 BS 60M120 120 20
75 BS 75M110 110 15
100 BS 100M150 150 22,5
127 BS 127M180 180 22,225

20,000 BS 078 I 47 15,875
23,838 BS 093 I 62 15,875
38,100 BS 150 I 72 15,875
44,475 BS 175 I 76,2 15,875
57,150 BS 225 I 90 15,875

BS...M...
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Material

- rolling elements and rings 100Cr6
CB- rolling elements Si3N4

AC- ATCoat rings
ACC- ATCoat rings + rolling elements Si3N4

Outer diameter

outer bearing diameter for BSD / BSDF
housing seat diameter for BSDFA
dimensions in mm

Design

BSD

BSDF

BSDFA

standard design: 60° contact angle
with circumferential lubrication groove
flange design: 60° contact angle
with 2xM6 connecting threads for
lubrication
flange design: 60° contact angle
with recessed outer ring,
flats on both side

BSD
BSD,
BSDFA
BSDF

3030,13
3030
1010
3030

MC,13
MS
M
MS

10
CB-

AC- .GN21G

Bore diameter

30 M bore 30 mm, standard series
30 MS bore 30 mm, heavy series

Seal

2RSZ non-contact seal,
double-sided

2RZ gap seal, double-sided
2RS contact seal, double-sided

162
172
132
100 .A11

.2RSZ

.2RSZ

.2RSZ

.2RZ

.P4

.P4

.P4

.P4

D .BM
D .BM
.BM

.DBM-2

Examples:
AC,B,

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring, corrosion-

resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L only raceway is coated
A..LF only raceway is coated and finishe
A..F coated bearing ring, finished raceway
A..P faces may be reground after

ATCoat is applied
A..M coated ring peripheral diameter

ATCoat coating

Lubrication

- 50% / GH62 (standard)
GN21G 30-35% / GN21

Preload

BM medium
BH high

Angular contact ball bearing set

- single rolling bearing
D...-2 duplex set

Accuracy

P4 dimensional and running precision P4
PW extended tolerance class
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x53-026

Series
BSD...M... BSDF(A)...M...

d D B D D3 B
mm mm mm

8 BSD 08M32 32 20 BSDFA 08M32 32 50 20
10 BSD 10M34 34 20 BSDFA 10M32 32 50 20
12 BSD 12M42 42 25 BSDF 12M55 55 25
12 BSDFA 12M42 42 63 25
15 BSD 15M45 45 25 BSDF 15M60 60 25
15 BSDFA 15M42 42 63 25
17 BSD 17M47 47 25 BSDF 17M62 62 25
20 BSD 20M52 52 28 BSDF 20M68 68 28
25 BSD 25M57 57 28 BSDF 25M75 75 28
30 BSD 30M62 62 28 BSDF 30M80 80 28
35 BSD 35M72 72 34 BSDF 35M90 90 34
40 BSD 40M75 75 34 BSDF 40M100 100 34
50 BSD 50M90 90 34 BSDF 50M115 115 34
60 BSD 60M110 110 45 BSDF 60M145 145 45

d D B D D3 B
mm mm mm

30 BSD 30MS72 72 38 BSDF 30MS100 100 38
40 BSD 40MS90 90 46 BSDF 40MS115 115 46
50 BSD 50MS110 110 54 BSDF 50MS140 140 54

The BSDF design of double-row 60° ball screw support bear-
ings can be bolted directly to the adjacent construction or in a
locating bore — without additional housing components. A circum-
ferential pull-off groove makes it easy to disassemble from a loca-
ting bore. Another feature are the relubrication channels that are
sealed with removable threaded pins.

The BSDFA design has a recessed flange and is milled out on
both sides. This ensures a compact installation situation and low
center height.

All series have seals on both sides as standard and are greased
with a high-performance lubricant that lasts for the entire service
life of the bearing in the vast majority of cases.

BSD... BSDF... BSDFA...

Standard series

Heavy series

BSD...
BSDF...
BSDFA...

The double-row 60° ball screw support bearings (BSD, BSDF,
BSDFA) of the -series provide users with a high precision
(P4), robust, non-contact, stiff bearing for ball screw spindles.
They are easy to install, require little maintenance, and are im-
pressively cost-effective. This results in optimization of the entire
machine tool.

Double-row 60° ball screw support bearings are produced in
standard (M) and heavy (MS) series. The heavy series has a
greater circumference for the same shaft diameter and a higher
load rating due to its larger rolling elements. Their great contact
angle enables double-row 60° ball screw support bearings to
support loads with predominantly axial forces. In order to be able
to support even greater axial forces, two single bearings can be
assembled into a set (DBM-2). The bearing rings are matched
so that, when they are assembled and preloaded by means of a
precision locknut, the result is a defined preload
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Preload of the rolling bearing

L light
M medium
H high
U... specific preload in daN per bearin

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring, corrosion-

resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L only raceway is coated
A..LF only raceway is coated and finishe
A..F coated bearing ring,

finished racewa
A..P faces may be reground after

ATCoat is applied
A..M coated ring peripheral diameter

ATCoat coating *

Installation adapters (BN units)

-M1 Locknut on housing nut side
-M2 Locknut opposite housing nut

Lubrication

- 50% / GH62 (Standard)
GN21G 30-35% / GN21

Bearing arrangement

DB arrangement <> not designated
QBC arrangement <<>> not designated
QBT arrangement <<<>
DT arrangement << Tandem bearing

arrangement for spring-loaded units
PBC arrangement <<<>>
PBT arrangement <<<<>

Hole pattern adapter

1 bore pattern 1 with 6 holes per DIN 69051
2 bore pattern 2 with 8 holes

Material *

- rolling elements and rings 100Cr6
CB- rolling elements Si3N4

AC- ATCoat rings
ACC- ATCoat rings + rolling elements Si3N4

Lubrication through feed

- none
S integrated in the bearing unit

Design

BS

BN
BL

fixed bearing unit f r
ball screw spindles
fixed bearing unit for ball screw nut
floating bearing unit for spindle end

Version

BU flange bea ing unit
PB pillow block bearing unit

Locknut

- order separately (MMRB)
-M integrated
-MI integrated – inverted assembly

Bore diameter

25 dimensions in mm

Flange design

BSBU
BSBU
BNBU
BLPB

S
AC-

-MI
-M

D
Q
Q
N

25
40
75
20

B
B
B

88
128
178
32 .2RS

.A11 L
-M2

M
M
L

.QBT

.QBT

.DB

Examples:
AC,B,

2

Seal

- labyrinth seal
2RS seal for floating bearing units

*Data applies only to the installed rolling bearing components

- round (standard for design BL)
- flat on one side for old design BSB
B flats on both side

Reference dimension

128 flange seat diameter fo
flange bearing unit

32 center height for pillow block
bearing units

D... duplex set
Q... quadruplex set
P... pentaplex set
N... needle bearing for

floating bearing unit

Quantity and type of
rolling bearings
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IBC recommends ready-to-install precision bearing units
for fast and simple installation. The main area of application for
permanently lubricated bearing units with labyrinth seals are ball
screw drives for machine tools. A variety of rolling bearing arran-
gements that meet a wide range of requirements for high axial
stiffness and load capacity, low frictional torque, high running
accuracy, and high rotational speeds and accelerations give rise
to a variable modular system that provides designers with great
flexibility and design variants

Some precision bearing housings with the same installation
space are available with 60° ball screw support bearings and
various bore sizes. This has proven to be advantageous for ma-
chine tools of increasing axle length, in that a larger ball screw
bearing diameter can be selected if the critical bending speed limit
of the spindle may be exceeded for long spindle strokes. Rolling
bearings with different bore sizes but otherwise identical moun-
ting dimensions enable designers to make the surrounding area
uniform and save costs. There is a difference between precision
flange bearing units and precision pillow block bearing units.
Flange bearing units with reduced mounting diameters are
available in many sizes.

BSPB..D.. BSPB..Q.. BSPB-M..D.. BSPB-M..Q. BLPB..N..2RS BNPB..DB.. BNPB..QB.. x57-121

Ball screw shaft bearing series

for shaft Flange bearing units Pillow block bearing units
mm BSBU... BSBP...

BSBU-M... BSBP-M...

10 BSPB 10 D 32
12 BSPB 12 D 32
15 BSPB 15 D 32

35 BSBU 35 DB 128 BSPB 35 D 65
35 BSBU 35 QB 128 BSPB 35 Q 65
40 BSBU 40 DB 128 BSPB 40 D 65
40 BSBU 40 QB 128 BSPB 40 Q 65
45 BSBU 45 DB 128 BSPB 45 D 65
45 BSBU 45 QB 128 BSPB 45 Q 65
50 BSBU 50 DB 128 BSPB 50 D 65
50 BSBU 50 QB 128 BSPB 50 Q 65
55 BSBU 55 DB 148 BSPB 55 D 85
55 BSBU 55 QB 148 BSPB 55 Q 85
60 BSBU 60 DB 148 BSPB 60 D 85
60 BSBU 60 QB 148 BSPB 60 Q 85
80 BSBU 80 DB 210
80 BSBU 80 QB 210
80 BSBU 80 PB 210
100 BSBU 100 DB 256
100 BSBU 100 QB 256

Ball screw nut bearing series

for ball screw Flange bearing units Pillow block bearing units
mm BNBU... BNPB...

16 x 5 BNBU 28 DB 98 BNPB 28 DB 50
20 x 5 BNBU 36 DB 98 BNPB 36 DB 50
25 x 5 BNBU 40 DB 113 BNPB 40 DB 65
25 x 10 BNBU 40 QB 113 BNPB 40 QB 65
32 x 5 BNBU 50 DB 138 BNPB 50 DB 65
32 x 10 BNBU 50 QB 138 BNPB 50 QB 65
40 x 5 BNBU 63 DB 138 BNPB 63 DB 65
40 x 10 BNBU 63 QB 138 BNPB 63 QB 65
50 x 5 BNBU 75 DB 178 BNPB 75 DB 85
50 x 10 BNBU 75 QB 178 BNPB 75 QB 85
63 x 5 BNBU 90 DB 210 BNPB 90 DB 105
63 x 10 BNBU 90 QB 210 BNPB 90 QB 105
63 x 20 BNBU 95 DB 210 BNPB 95 DB 105

BNBU 95 QB 210 BNPB 95 QB 105
80 x 10 BNBU 105 DB 210 BNPB 105 DB 105

BNBU 105 QB 210 BNPB 105 QB 105

Light series

Medium series

Heavy series

17 BSBU 17 DB 64 BSPB 17 D 32
17 BSBU 17 QB 64 BSPB 17 Q 32
20 BSBU 20 DB 64 BSPB 20 D 32
20 BSBU 20 QB 64 BSPB 20 Q 32
25 BSBU 25 DB 88 BSPB 25 D 42
25 BSBU 25 QB 88 BSPB 25 Q 42
30 BSBU 30 DB 88 BSPB 30 D 42
30 BSBU 30 QB 88 BSPB 30 Q 42
30 BSBU 30 DB 98 BSPB 30 D 50
30 BSBU 30 QB 98 BSPB 30 Q 50
35 BSBU 35 DB 98 BSPB 35 D 50
35 BSBU 35 QB 98 BSPB 35 Q 50
40 BSBU 40 DB 98 BSPB 40 D 50
40 BSBU 40 QB 98 BSPB 40 Q 50
45 BSBU 45 DB 98 BSPB 45 D 50
45 BSBU 45 QB 98 BSPB 45 Q 50
55 BSBU 55 DB 113 BSPB 55 D 65
55 BSBU 55 QB 113 BSPB 55 Q 65
75 BSBU 75 DB 138 BSPB 75 D 65
75 BSBU 75 QB 138 BSPB 75 Q 65
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IBC precision flange bearing units from theBSBU andBSBU-M
series with flats on both sides are easy to incorporate in designs
and are easy to install.

By eliminating the axial contact surfaces in the receptacle bores,
the mounting components are easier to produce. The bearing unit
can be preassembled and then radially aligned later, during fina
installation. An alternative possibility is to produce the precise
centering for flange bearing units beforehand by machining

The use of IBC precision pillow block bearing units from the
BSPB and BSBP-M series results in space savings and reduced
installation times. Tight tolerances on reference dimensions on the
base of fixed and floating bearing units have been found to be
particularly advantageous.

IBC precision bearing units from the BNBU, BNBUS, and BNPB
series with adapter sleeves are available for supporting driven ball
screw nuts. Driven ball screw nuts are particularly used in long
ball screws. The low mass of the driven ball screw nut to be acce-
lerated, relative to the mass of the spindle, is advantageous here.

Precision floating bearing units from the BLBU and BLPB
series consist of a needle bearing that takes on the function
of a floating bearing. The axial displacement therefore takes
place within the bearing and not in the fit. The use of an IBC
precision floating bearing unit prevents the spindle end from
gyrating at high ball screwdrive speeds.Afloatingbearing unit does
not increase axial stiffness. This can be achieved with the use of
spring-preloadedbearingunits or fixed-fixe bearingcombinations.

The IBC standard designs cover practically all applications and
serve as the basis for developing customer-specific solutions
(Precision Rolling Bearings for Ball Screws TI-I-5010).

Maintenance technicians in the field also appreciate the ease of
working with assemblies consisting of a bearing unit and a ball-
screw drive. They also reduce maintenance and downtime.

Ball screw drive floating bearing series

for shaft Flange bearing units Pillow block bearing units

mm BLBU... BLPB...

10 BLBU 10 N 32 BLPB 10 N 32
12 BLBU 12 N 35 BLPB 12 N 42
17 BLBU 17 N 40 BLPB 17 N 32
20 BLBU 20 N 50 BLPB 20 N 32
25 BLBU 25 N 55 BLPB 25 N 42
30 BLBU 30 N 60 BLPB 30 N 50
35 BLBU 35 N 70
40 BLBU 40 N 80 BLPB 40 N 65
45 BLBU 45 N 85
50 BLBU 50 N 90 BLPB 50 N 65

BLPB 50 N 85

x57-103

BSBU..DB.. BSBU-M..DB.. BSBU-M..QB.. BLBU..N...2RS BNBU..DB.. BNBU..QB..BSBU..QB..
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ARTB bearings are axial-radial bearings. They consist of an
inner collar-ring, an outer ring, a shield disc, two axial roller cage
sets, and a full complement radial roller set. This allows to support
combined loads in the axial and radial directions, resulting in a
single bearing solution that is ready to install and easy to work
with.

Significant features of ARTB bearings are:
■ Bore diameter 50 mm to 460 mm
■ Full complement radial roller assembly
■ Cages of the axial roller assemblies in standard version;

cages made of steel (J) or polyamide (P)
available on request

■ Lubricated at the factory with special GN33 grease
for the running-in cycle

■ Lubrication grooves with radial lubrication holes
on inner and outer ring for external lubrication

ARTB bearings from IBC are produced in a standard precision
and an high precision class, reaching running precision levels of
a few microns. ARTB bearings with the suffix E are characterized by
optimized dynamic mechanical properties.

Due to these features, ARTB bearings not only have a high
load capacity and stiffness, but also guarantee axial and radial
runout values for precise positioning.

This makes them the perfect choice for use in rotary tables as
workpiece holders for machining processes. Related applications
with similar requirements are indexing tables, horizontal tables, re-
versible clamps, and swivel-type milling heads. ARTB bearings for
higher speeds or with integratedmeasurement systems are availa-
ble on request. For more technical details please see the brochure
ARTB (TI-I-5070).

IBC ARTB bearings

d D B
mm mm
50 ARTB 50 126 30
80 ARTB 80 146 35
100 ARTB 100 185 38
120 ARTB 120 210 40
150 ARTB 150 240 40
180 ARTB 180 280 43
200 ARTB 200 300 45
260 ARTB 260 385 55
325 ARTB 325 450 60
395 ARTB 395 525 65
460 ARTB 460 600 70

, ,

.P
150.E150.E
200200
260260

.GN08.GN08
.P50ARTB

ARTB
ARTB

.VR

.Q854

Examples:
AC,B,

Design

ARTB Axial-radial bearings
ARTB...E Axial-radial bearings with optimized

internal design

P50 high precision
- standard

Precision

- GN33
G... special grease lubrication

Lubrication

Special specification

Q854 bearing with measurement report
VR bearing design using a supporting ring

with the L-section ring

Bore diameter

150 dimensions in mm
(from 50mm to 460mm)

Cage (axial)

- Brass
J Sheet steel
P Polyamide
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IBC precision locknuts with fine threads are used with high
precision applications because of their high accuracy. The secu-
ring systems integrated into the various locknuts permit simple
and accurate mounting, and provide for lasting stability. The se-
curing systems do not change the circular cross-section of the
shaft, and no additional changes occur, so the securing systems
do not cause grooves to form on the shaft. Because of the su-
perfinishing of the thread and the contact suface, IBC precision
locknuts attain an axial face runout that conforms to ISO standard
tolerance class IT3.

The different designs of IBC high precision locknuts are suitable
for a wide range of applications. The high precision locknuts are
manufactured in various widths suitable for different axial loads.
The securing devices may be axially or radially accessible, de-
pending on the design.

We recommend using our precision locknuts from the MMR
series with radial locking for applications with limited installation
space, or if you want to save on weight. In the MBA and MBC
series, the locking of a locknut which cannot be reached radially
is secured axially with accessible clamping screws. This
production series requires a greater width due to its specifi
design. The securing device in the MBA design can slightly
increase the axial preload of the locknut, whereas in the MBC
design it can slightly reduce the axial preload of the locknut. The
MMRB version has a radial securing device, and its cross-
section is the same as the MBA and MBC locknuts; it therefore
permits higher loads and higher tightening torques. Under the
designation MMRBS and MBAS, the MMRB and MBA
production series are also manufactured with an integrated
labyrinth seal (High Precision Locknuts TI-I-5020).

The MMRS series is a precision labyrinth groove locknut. It has an
integrated seal using spring steel lamellar rings and is secured by
means of radial locking elements.

Another component is the precision sealing ring locknut from
series MD. They have an external thread and are used particularly
for tightening bearing outer rings in the housing.

IBC series S precision labyrinth seals consist of a parallel
ground steel ring with a radially circumferential groove. Spring
steel lamellar rings surrounded by a grease cushion are installed
in the groove.

The combination of MMRS and MD, or of S and MD, produces
compact assemblies that are installed in IBC bearing units and
elsewhere. This is made possible by their specially matched
connection dimensions.
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0,5 MMR 6 8
0,75 MMR 8 8
0,75 MMR 10 8
1,0 MMR 12 8
1,0 MMR 15 8
1,0 MMR 17 10
1,0 MMR 20 10 MMRB 20 16 z MBA 20 16 x
1,5 MMR 25 12 MMRB 25 18 z MBA 25 18 x
1,5 MMR 30 12 MMRB 30 18 z MBA 30 18 x
1,5 MMR 35 12 MMRB 35 18 z MBA/ C 35 18 x
1,5 MMR 40 14 MMRB 40 20 z MBA/ C 40 20 x
1,5 MMR 45 14 MMRB 45 20 z MBA/ C 45 20 x y
1,5 MMR 50 14 MMRB 50 20 z MBA/ C 50 20 x y
2,0 MMR 55 16 MMRB 55 22 z MBA/ C 55 22 x y
2,0 MMR 60 16 MMRB 60 22 z MBA/ C 60 22 x y
2,0 MMR 65 16 MMRB 65 22 z MBA/ C 65 22 x y
2,0 MMR 70 18 MMRB 70 24 z MBA/ C 70 24 x y
2,0 MMR 75 18 MMRB 75 24 z MBA/ C 75 24 x y
2,0 MMR 80 18 MMRB 80 24 z MBA/ C 80 24 x y
2,0 MMR 85 18 MMRB 85 24 z MBA/ C 85 24 x y
2,0 MMR 90 20 MMRB 90 26 z MBA/ C 90 26 x y
2,0 MMR 95 20 MMRB 95 26 z MBA/ C 95 26 x y
2,0 MMR 100 20 MMRB 100 26 z MBA/ C 100 26 x y
2,0 MMR 105 22 MMRB 105 28 z MBA/ C 105 28 x y
2,0 MMR 110 22 MMRB 110 28 z MBA/ C 110 28 x y
2,0 MMR 115 22 MMRB 115 28 z MBA/ C 115 28 x y
2,0 MMR 120 24 MMRB 120 30 z MBA/ C 120 30 x y
2,0 MMR 125 24 MMRB 125 30 z MBA/ C 125 30 x y
2,0 MMR 130 24 MMRB 130 30 z MBA/ C 130 30 x y
2,0 MMR 140 26 MMRB 140 32 z MBA/ C 140 32 x y
2,0 MMR 150 26 MMRB 150 32 z MBA/ C 150 32 x y
3,0 MMR 160 28 MMRB 160 34 z MBA/ C 160 34 x y
3,0 MMR 170 28 MMRB 170 34 z MBA/ C 170 34 x y
3,0 MMR 180 30 MMRB 180 36 z MBA/ C 180 36 x y
3,0 MMR 190 30 MMRB 190 36 z MBA/ C 190 36 x y
3,0 MMR 200 32 MMRB 200 38 z MBA/ C 200 38 x y
4,0 MMRB 210 40 z MBA/ C 210 40
4,0 MMRB 220 40 z MBA/ C 220 40
4,0 MMRB 240 44 z MBA/ C 240 44
4,0 MMRB 260 44 z MBA/ C 260 44
4,0 MMR 280 26 MMRB 280 50 z MBA/ C 280 50
5,0 MMRB 300 50 z MBA/ C 300 50

IBC high precision locknuts

radial locking axial locking

s B B B

mm mm mm mm

x58-114

MMR... MMRBS... MBA... MBC... MMRS... MD... S...

MMR...
MMRBS...
MBA...
MBC...
MMRS...
MD...
S...

Additional sizes on request

s - -- - Thread pitchThread pitch
B Width (allover height) of the nut
x - -- - Nut fitted with seal ring, design MBAS… from the MB seriesNut fitted with seal ring, design MBAS… from the MB series
y - -- - Nut without seal ring groove, MBC… designNut without seal ring groove, MBC… design
z - -- - Nut fitted with seal rings, MRBS designNut fitted with seal rings, MRBS design

Additional sizes on request

Locknuts and components
for housing units

Locknuts
MMRS

Sealing ring
locknuts

Labyrinth
seals

s B s B B
mm mm mm mm mm

1,0 MMRS 17-36 20 1,5 MD 50-36 10 S 17-36 7
1,0 MMRS 20-36 20 S 20-36 7
1,0 MMRS 22-36 20
1,5 MMRS 25-40 20 1,5 MD 55-40 10 S 25-40 7
1,5 MMRS 25-50 25 1,5 MD 70-50 12 S 25-50 10
1,5 MMRS 27-50 25 S 30-50 10
1,5 MMRS 30-50 25 S 35-50 10
1,5 MMRS 30-60 28 1,5 MD 80-60 12 S 30-60 10
1,5 MMRS 35-60 28 S 35-60 10
1,5 MMRS 40-60 28 S 40-60 10
1,5 MMRS 45-60 28 S 45-60 10
1,5 MMRS 35-76 30 2,0 MD 110-76 14 S 35-76 12
1,5 MMRS 40-76 30 S 40-76 12
1,5 MMRS 45-76 30 S 45-76 12
1,5 MMRS 50-76 30 S 50-76 12
2,0 MMRS 55-76 30 S 55-76 12
2,0 MMRS 55-99 30 2,0 MD 120-99 14 S 55-99 12
2,0 MMRS 60-99 30 2,0 MD 130-99 14 S 60-99 12
2,0 MMRS 65-99 30
2,0 MMRS 75-99 30
2,0 MMRS 100-132 35 3,0 MD 160-132 18 S 100-132 14
2,0 MMRS 125-162 35 3,0 MD 190-162 18 S 127-162 14,5
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70
72
73
72
718..
73

.BE

.BE

.BE

.BE

.BE

.BE

.P6

.P5

.P5

.P6

.P5

.2RS

.2RSZ

P
K
P
J
P
M

.GH62

Material

Y… retaining groove on inner or outer ring
three-digit number defines the exact
specificatio

Retaining groove

Preload and axial clearance

- non-universal, single bearing for matching
UA normal axial clearance
UB small axial clearance
UO without clearance
UL light preload
UM medium preload
UH high preload
A... axial clearance in µm
U... special preload in daN

Angular contact ball bearing set

- single bearing
D… duplex set
T… triplex set
Q… quadruplex set

ATCoat coating

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring, corrosion-

resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L only raceway is coated
A..LF only raceway is coated and

finishe
A..F coated bearing ring,

finished racewa
A..P faces may be reground after ATCoat

is applied
A..M coated ring peripheral diameter

- corrosion protected
GN03 25-35% / GN03 (Standard)
GH62K 50-60% / GH62

Lubrication

CB

ACC-

00

.A15

.Y06076.D
.UA
UL
.UO

.UM

.UO

05
06
05
14

08

- rolling elements and rings 100Cr6
CB rolling elements Si3N4

AC- ATCoat rings
ACC- ATCoat rings + rolling elements Si3N4

Examples:
AC,B,

Dimensional series

718… 70... 72… 73…

Cage

P Polyamide cage
M Solid brass cage*
J Sheet steel cage
K window cage made of

fibre-glass reinforced PEE
cage typically guided by rolling elements

Bore code

00 10 mm 02 15 mm
01 12 mm 03 17 mm
code 04 and higher: 4 x 5 = 20 mm

Seal

- open bearing
2RS contact seal, double-sided
ARSZ non-contact seal

on high shoulder of the outer ring
BRSZ non-contact seal

on low shoulder of the outer ring
2RSZ non-contact seal,

on both sides

Precision

- dimensional and running precision PN
P6 dimensional and running precision P6
P5 dimensional and running precision P5

Design

BE 40° contact angle reinforced
internal design in

-design

*M0 = Lead free brass cage
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Single-row 40° angular contact ball bearings of the -
series can support axial forces in only one direction, in that a
compressive load is applied to the rolling elements between the
high shoulders of the inner and outer rings. Due to the contact
angle, radial forces that arise induce an axial force, which must
be addressed in the design at another point.

Single-row angular contact ball bearings in universal design have
the suffixes UA, UB, UO, UL, UM, or UH, and are suited for the
use in sets with an X, O, or tandem arrangement. They can be
mounted in any arrangement. Most sizes of rolling bearings are
available in an open and a sealed version (40° Angular Contact
Ball Bearings TI-I-4044).

There are numerous applications with combined radial and axial
loads, particularly in compressors, gearboxes, gearmotors,
blowers, fans, pumps, as well as textile and printing machinery,
where the shaft guide must be without clearance and able to
support high axial loads.

The retaining groove design (Y...) is most commonly used in
screw compressors, exclusively to support axial compression for-
ces. A retaining groove is absolutely necessary, as the outer rings
of the IBC 40° angular contact ball bearings are not fixed to the
compressor housing and must be secured to prevent them from
turning along with the shaft. The housing is exposed at this point
and the outer rings are fixed by pinning

10 7200 30 9
12 7201 32 10 7301 37 12
15 7202 35 11 7302 42 13
17 7203 40 12 7303 47 14
20 7004 42 12 7204 47 14 7304 52 15
25 7005 47 12 7205 52 15 7305 62 17
30 7006 55 13 7206 62 16 7306 72 19
35 71807 47 7 7007 62 14 7207 72 17 7307 80 21
40 71808 52 7 7008 68 15 7208 80 18 7308 90 23
45 71809 58 7 7009 75 16 7209 85 19 7309 100 25
50 71810 65 7 7010 80 16 7210 90 20 7310 110 27
55 71811 72 9 7211 100 21 7311 120 29
60 71812 78 10 7212 110 22 7312 130 31
65 71813 85 10 7213 120 23 7313 140 33
70 71814 90 10 7214 125 24 7314 150 35
75 71815 95 10 7215 130 25 7315 160 37
80 71816 100 10 7216 140 26 7316 170 39
85 7217 150 28 7317 180 41
90 7218 160 30 7318 190 43
95 7219 170 32 7319 200 45
100 7220 180 34 7320 215 47
105 7221 190 36 7321 225 49
110 7222 200 38 7322 240 50
120 7224 215 40 7324 260 55
130 7226 230 40 7326 280 58
140 7228 250 42 7328 300 62
150 7230 270 45 7330 320 65
160 7232 290 48
170 7234 310 52
180 7236 320 52

Series

718...

D B
mm

70...

D B
mm

72...

D B
mm

73...

D B
mm

d
mm

x51-627
...2RSZ...

CB 718...BE
CB 718...BE

70...BE
CB 70...BE

72...BE
CB 72...BE

73...BE
CB 73...BE
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NU
N
NU, ,
NJ
NUP

13C,13
1313
1010
0808
0505

0

.EA

.EA

.EA

.EA

0
.S1 .M1

M1
P
MCA
M1A

10

AC-

00

.A152

00

.N1.P6
.P53
.C3
.P6

Examples:
AC,B,

Material

- rolling elements and rings 100Cr6
AC- ATCoat rings

Dimensional series

10...
2... 22...
3... 23...

Bore code

00 10 mm 02 15 mm
01 12 mm 03 17 mm
code 04 and higher: 4 x 5 = 20 mm

Design

EA...

Heat stabilization

S0 up to 150 °C
S1 up to 200°C
S2 up to 250°C

Design

N...
NU... NJ... NUP...

Cage

MC solid brass cage, guided by rolling elements*
MCA solid brass cage, guided by outer ring*
M1 solid brass cage, guided by rolling elements,

riveted*
M1A solid brass cage, guided by outer ring,

riveted*
P Polyamide cage
J Sheet steel cage
K window cage made of fibre-glass

reinforced PEEK

Combined accuracy and bearing clearance

P6 dimensional and running precision P6
P63 dimensional and running precision P6

and clearance class C3
P53 dimensional and running precision P5

and clearance class C3

Retaining groove on outer ring

N annular groove
N1 one retaining groove
N2 two retaining grooves

10C,
2
2
003
222

*MOC, MOCA, MO, MOA = Lead free brass cage

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring, corrosion-

resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L raceway is coated
A..M coated ring peripheral diameter

ATCoat coating
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Series

NU N, NU, NJ, NUP NU, NJ, NUP NU, NJ, NUP NU, NJ, NUP

d D B D B D B D B D B

mm mm mm mm mm mm

10 ... 200 30 9
12 ... 201 32 10
15 ... 202 35 11
17 ... 203 40 12 …2203 40 16 ... 303 47 14
20 ... 204 47 14 …2204 47 18 ... 304 52 15 ... 2304 52 21
25 NU 1005 47 12 ... 205 52 15 ... 2205 52 18 ... 305 62 17 ... 2305 62 24
30 NU 1006 55 13 ... 206 62 16 ... 2206 62 20 ... 306 72 19 ... 2306 72 27
35 NU 1007 62 14 ... 207 72 17 ... 2207 72 23 ... 307 80 21 ... 2307 80 31
40 NU 1008 68 15 ... 208 80 18 ... 2208 80 23 ... 308 90 23 ... 2308 90 33
45 NU 1009 75 16 ... 209 85 19 ... 2209 85 23 ... 309 100 25 ... 2309 100 36
50 NU 1010 80 16 ... 210 90 20 ... 2210 90 23 ... 310 110 27 ... 2310 110 40
55 NU 1011 90 18 ... 211 100 21 ... 2211 100 25 ... 311 120 29 ... 2311 120 43
60 NU 1012 95 18 ... 212 110 22 ... 2212 110 28 ... 312 130 31 ... 2312 130 46
65 NU 1013 100 18 ... 213 120 23 ... 2213 120 31 ... 313 140 33 ... 2313 140 48
70 NU 1014 110 20 ... 214 125 24 ... 2214 125 31 ... 314 150 35 ... 2314 150 51
75 NU 1015 115 20 ... 215 130 25 ... 2215 130 31 ... 315 160 37 ... 2315 160 55
80 NU 1016 125 22 ... 216 140 26 ... 2216 140 33 ... 316 170 39 ... 2316 170 58
85 NU 1017 130 22 ... 217 150 28 ... 2217 150 36 ... 317 180 41 ... 2317 180 60
90 NU 1018 140 24 ... 218 160 30 ... 2218 160 40 ... 318 190 43 ... 2318 190 64
95 NU 1019 145 24 ... 219 170 32 ... 2219 170 43 ... 319 200 45 ... 2319 200 67
100 NU 1020 150 24 ... 220 180 34 ... 2220 180 46 ... 320 215 47 ... 2320 215 73
105 NU 1021 160 26 ... 221 190 36 ... 321 225 49
110 NU 1022 170 28 ... 222 200 38 ... 2222 200 53 ... 322 240 50 ... 2322 240 80
120 NU 1024 180 28 ... 224 215 40 ... 2224 215 58 ... 324 260 55 ... 2324 260 86
130 NU 1026 200 33 ... 226 230 40 ... 2226 230 64 ... 326 280 58 ... 2326 280 93
140 NU 1028 210 33 ... 228 250 42 ... 2228 250 68 ... 328 300 62 ... 2328 300 102
150 NU 1030 225 35 ... 230 270 45 ... 2230 270 73 ... 330 320 65 ... 2330 320 108
160 NU 1032 240 38 …232 290 48
170 NU 1034 260 42 …234 310 52
180 NU 1036 280 46

The product range of IBC roller bearings contains a whole
variaty of innovative solutions that reliably fulfill the functioning of
floating, supporting and fixed bearings. One solution are cylin-
drical roller bearings, which IBC provides in different designs,
dimensional series, and sizes. Because the designs N and NU
allow for axial displacement, they are predestined for use as
floating bearings in pumps and compressors. The designs NUP,
NJ, and HJ are used as fixed bearings in applications such as
construction machinery, pumps, and vibration applications
(Cylindrical Roller Bearings TI-I-4010).

Extended Capacity and Advanced Application characteristics
are a distinguishing mark of the cylindrical roller bearing
production series. Due to their improved design, better materials
and enhanced production processes, these bearings have been
greatly improved with regard to service life, reliability and greater
load carrying capacity. Furthermore smoother running characte-
ristics as well as reduced friction and, as a consequence, less
heat generation is achived. The products are also characterized
by higher dynamic load ratings. The innovation of is now
standard for the types listed above.

The product range for general machine tools is extended by single-
row full complement cylindrical roller bearings (see page 32).

N 10...
N 2...
NU 2...
NJ 22...
NUP 3...
NJ+HJ 23...

N 10... N 2... NU 2... NJ 22... NUP 3... NJ+HJ 23...

x52-129
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Bore code

00 10 mm 02 15 mm
01 12 mm 03 17 mm
code 04 and higher: 4 x 5 = 20 mm

Internal structure

V full complement
VH full complement + self-retaining

rolling elements

Material

- rolling elements and rings 100Cr6
AC- ATCoat rings

Dimensional series

29... 30...
22... 23...

Design

NCF...
NJG...

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring,

corrosion-resistant rolling elements
A21 coated inner ring
A31 coated outer ring
A..L raceway is coated
A..M coated ring peripheral diameter

ATCoat coating

, ,
NCF
NJG

2929
2323

1414
2424

.V

.VH
.P53AC-Examples:

AC,B,
.A11

P6 dimensional and running precision P6
P63 dimensional and running precision P6 and

clearance class C3
P5 dimensional and running precision P5
P53 dimensional and running precision P5 and

clearance class C3

Combined accuracy and bearing clearance
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.

Single-row full complement cylindrical roller bearings in the
NJG design have a self-retaining set of rollers. The outer ring,
with two fixed shoulders and the set of rollers, can be removed
from the inner ring with one fixed shoulder. There is no need to
secure the rolling elements separately to prevent them from falling
out, which makes installation and removal substantially easier.
These designs are also able to absorb axial loads in one direction.

Cylindrical roller bearings in the NJG design are designed for
slow-running, especially highly loaded, or pivoting bearing appli-
cations and are produced in the heavy series 23… (Cylindrical
Roller Bearings TI-I-4010).

Series

NCF 29… NCF 30… NCF 22… NJG 23…

d D B D B D B D B

mm mm mm mm mm

NCF 29...
NCF 30...
NCF 22...
NJG 23...

x52-128

NCF 29... NCF 30... NCF 22... NJG 23...

Single-row full complement cylindrical roller bearings are
manufactured in the designs NCF and NJG. The full complement
cylindrical roller bearings are not sealed and have not been grea-
sed at the factory. They can be lubricated with oil or grease from
the end face during installation or even while in operation.

Cylindrical roller bearings of the NCF design have an inner ring with
two fixed shoulders and an outer ring with one fixed shoulder, which
is able to guide the shaft in one axial direction. The cylindrical roller
bearing is thereby held together by a snap ring on the shoulderless
side of the outer ring. Bearings of this design are able to absorb
axial loads in one direction and are produced in the series 29…,
30…, and 22….

20 NCF 3004 42 16 NCF 2204 47 18
25 NCF 3005 47 16 NCF 2205 52 18 NJG 2305 62 24
30 NCF 3006 55 19 NCF 2206 62 20 NJG 2306 72 27
35 NCF 3007 62 20 NCF 2207 72 23 NJG 2307 80 31
40 NCF 3008 68 21 NCF 2208 80 23 NJG 2308 90 33
45 NCF 3009 75 23 NCF 2209 85 23 NJG 2309 100 36
50 NCF 3010 80 23 NCF 2210 90 23 NJG 2310 110 40
55 NCF 3011 90 26 NCF 2211 100 25 NJG 2311 120 43
60 NCF 2912 85 16 NCF 3012 95 26 NCF 2212 110 28 NJG 2312 130 46
65 NCF 2913 90 16 NCF 3013 100 26 NCF 2213 120 31 NJG 2313 140 48
70 NCF 2914 100 19 NCF 3014 110 30 NCF 2214 125 31 NJG 2314 150 51
75 NCF 2915 105 19 NCF 3015 115 30 NCF 2215 130 31 NJG 2315 160 55
80 NCF 2916 110 19 NCF 3016 125 34 NCF 2216 140 33 NJG 2316 170 58
85 NCF 2917 120 22 NCF 3017 130 34 NCF 2217 150 36 NJG 2317 180 60
90 NCF 2918 125 22 NCF 3018 140 37 NCF 2218 160 40 NJG 2318 190 64
95 NCF 2219 170 43 NJG 2319 200 67
100 NCF 2920 140 24 NCF 3020 150 37 NCF 2220 180 46 NJG 2320 215 73
110 NCF 2922 150 24 NCF 3022 170 45 NCF 2222 200 53 NJG 2322 240 80
120 NCF 2924 165 27 NCF 3024 180 46 NCF 2224 215 58 NJG 2324 260 86
130 NCF 2926 180 30 NCF 3026 200 52 NCF 2226 230 64 NJG 2326 280 93
140 NCF 2928 190 30 NCF 3028 210 53 NCF 2228 250 68 NJG 2328 300 102
150 NCF 2930 210 36 NCF 3030 225 56 NCF 2230 270 73 NJG 2330 320 108
190 NCF 3038 290 75
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Material

- rolling elements and rings 100Cr6
CB rolling elements Si3N4

AC- ATCoat rings
ACC- ATCoat rings + rolling elements Si3N4

AL ATCoat rings + Lub
ALC ATCoat rings + Lub +

rolling elements Si3N4

S- rolling bearings made of corrosion-
resistant components

660
617
618
663
660

6E
6

.GH73

.GH62

Cage

- Sheet steel cage (standard)
JH Sheet steel snap cage
PH Polyamide snap cage
TA Phenolic resin cage, guided by outer ring
TB Phenolic resin cage, guided by inner ring
THB Phenolic resin snap cage
KHB PEEK snap cage
GHB PTFE snap cage
M1A solid brass cage, guided by outer ring*
M1B solid brass cage, guided by inner ring*
LA light metal cage, guided by outer ring
LB light metal cage, guided by inner ring

Combined accuracy and bearing clearance

P6, P63, P5, P52, P53
e.g.: P53 = precision class P5 and
bearing clearance C3

C2 reduced clearance
CN normal clearance
C3, C4 increased clearance

- no coating
A11 coated inner and outer ring
A15 coated inner and outer ring, corrosion-

resistant rolling elements and cage
A21 coated inner ring
A31 coated outer ring
A..L only raceway is coated
A..LF only raceway is coated and finishe
A..F coated bearing ring, finished racewa
A..P faces may be reground after ATCoat is

applied
A..M coated ring peripheral diameter

ATCoat coating

Lubrication

- only corrosion protection
G… specified grease
.V143 electrically insulated bearing

.A15

CB

ACC-

14
01
05
08
10

Dimensional series

617... 618... 619... 160...
60... 62... 63...

.2RS

.2Z

.2Z

.PH

.TB

.P63

.C3

.P64

.P53

Examples:
AC,B,

Bore code

00 10 mm 02 15 mm
01 12 mm 03 17 mm
code 04 and higher: 4 x 5 = 20 mm

Seal

- open bearing
Z shield, on one side
2Z shield, on both sides
RS seal, on one side
2RS seal, on both sides
RSZ non-contact seal,

on one side
2RSZ non-contact seal,

on both sides
RSD labyrinth seal; non-contact,

on one side
2RSD labyrinth seal; non-contact,

on both sides
RSU labyrinth seal; on one side
2RSU labyrinth seal; on both sides

Design

-
E

standard
energy-efficient deep groove ball
bearings

*M0, M0A, M0B= Lead free brass cage
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Series

617... 618... 619... 160... 60... 62... 63...

d D B D B D B D B D B D B D B

mm mm mm mm mm mm mm mm

10 61700 15 3 61800 19 5 61900 22 6 6000 26 8 6200 30 9 6300 35 11
12 61701 18 4 61801 21 5 61901 24 6 6001 28 8 6201 32 10 6301 37 12
15 61702 21 4 61802 24 5 61902 28 7 16002 32 8 6002 32 9 6202 35 11 6302 42 13
17 61703 23 4 61803 26 5 61903 30 7 16003 35 8 6003 35 10 6203 40 12 6303 47 14
20 61704 27 4 61804 32 7 61904 37 9 16004 42 8 6004 42 12 6204 47 14 6304 52 15
25 61705 32 4 61805 37 7 61905 42 9 16005 47 8 6005 47 12 6205 52 15 6305 62 17
30 61706 37 4 61806 42 7 61906 47 9 16006 55 9 6006 55 13 6206 62 16 6306 72 19
35 61707 44 5 61807 47 7 61907 55 10 16007 62 9 6007 62 14 6207 72 17 6307 80 21
40 61808 52 7 61908 62 12 16008 68 9 6008 68 15 6208 80 18 6308 90 23
45 61809 58 7 61909 68 12 16009 75 10 6009 75 16 6209 85 19 6309 100 25
50 61810 65 7 61910 72 12 16010 80 10 6010 80 16 6210 90 20 6310 110 27
55 61811 72 9 61911 80 13 16011 90 11 6011 90 18 6211 100 21 6311 120 29
60 61812 78 10 61912 85 13 16012 95 11 6012 95 18 6212 110 22 6312 130 31
65 61813 85 10 61913 90 13 16013 100 11 6013 100 18 6213 120 23 6313 140 33
70 61814 90 10 61914 100 16 16014 110 13 6014 110 20 6214 125 24 6314 150 35
75 61815 95 10 61915 105 16 16015 115 13 6015 115 20 6215 130 25 6315 160 37
80 61816 100 10 61916 110 16 16016 125 14 6016 125 22 6216 140 26 6316 170 39
85 61817 110 13 61917 120 18 16017 130 14 6017 130 22 6217 150 28 6317 180 41
90 61818 115 13 61918 125 18 16018 140 16 6018 140 24 6218 160 30 6318 190 43
95 61819 120 13 61919 130 18 16019 145 16 6019 145 24 6219 170 32 6319 200 45
100 61820 125 13 61920 140 20 16020 150 16 6020 150 24 6220 180 34 6320 215 47
105 61821 130 13 61921 145 20 16021 160 18 6021 160 26 6221 190 36 6321 225 49
110 61822 140 16 61922 150 20 16022 170 19 6022 170 28 6222 200 38 6322 240 50
120 61824 150 16 61924 165 22 16024 180 19 6024 180 28 6224 215 40 6324 260 55
130 61826 165 18 61926 180 24 16026 200 22 6026 200 33 6226 230 40 6326 280 58
140 61828 175 18 61928 190 24 16028 210 22 6028 210 33 6228 250 42 6328 300 62
150 61830 190 20 61930 210 28 16030 225 24 6030 225 35 6230 270 45 6330 320 65
160 61832 200 20 61932 220 28 16032 240 25 6032 240 38 6232 290 48 6332 340 68
170 61834 215 22 61934 230 28 16034 260 28 6034 260 42 6234 310 52 6334 360 72
180 61836 225 22 61936 250 33 16036 280 31 6036 280 46
190 61838 240 24 61938 260 33 16038 290 31 6038 290 46
200 61840 250 24 61940 280 38 16040 310 34 6040 310 51
220 61844 270 24 61944 300 38 16044 340 37 6044 340 56
240 61848 300 28 61948 320 38 16048 360 37 6048 360 56
260 61852 320 28 61952 360 46 16052 400 44 6052 400 65
280 61856 350 33 61956 380 46 6056 420 65
300 61860 380 38 61960 420 56 6060 460 74
320 61864 400 38 61964 440 56
340 61868 420 38 61968 460 56
360 61872 440 38 61972 480 56

CB 617...
CB 618...
CB 619...
CB 60...
CB 60...
CB 62...
CB 62...
CB 63...
CB 63...

...RS... / ...2RS... / ...Z... ...2Z...

...RSZ... ...2RSZ...

x40-103

Most sizes of rolling bearings are available in an open, a shielded, and a sealed version.
For some cage designs, only open variants or only variants closed on one side may be possible.
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Many of the bearing designs presented in the previous chapters
can be flexibly customized to your individual application. In ad-
dition to a wide range of already designed special bearings,
further special specifications can be defined together to achieve
the best possible result.

For instance, special variants can be designed with customized
geometry, tolerances, materials, coatings, and lubrication. Some
examples of each aspect are shown below:

■

■

■

■

■

■

Special geometry

IBC can produce bearings on request that deviate from the
standardized series shown.

It is also possible to modify the internal design with respect to
load capacity or speed suitability.

Lubrication and retaining grooves can also be added to the
bearing rings.

Specific tolerances

Both dimensional and run-out tolerances can be specifie
more tightly than is provided in the industry standard.

For specialized applications, bearing clearance and preload
can be adapted to operating conditions.

Special materials

Rolling bearing rings are available in stainless steel or with
thermal stabilization for certain types.

Hybrid bearings with rolling elements made of silicon nitride
(Si3N4) are an integral part of the IBC product range.

The special plastics PEEK and PTFE are increasingly used
for cages.

Coating

In addition to the familiarATCoat coating, theATCLub coating
has gained an increasing foothold.

For special cases, a MoS2 coating is possible for dry lubrica-
tion, or a ceramic coating on the outer ring for electrical insu-
lation purposes.

Special lubricants

IBC uses a number of different special grease products,
selected according to the load, speed, and temperature of
the application.

The amount of grease can also be modified, or a direct oil
lubrication system can be connected via holes in the outer
ring.
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IBC linear motion bearings are an important addition to
our wide range of rotary bearings. Two fundamentally different
designs are produced, which meet very different design require-
ments: the EASY-Runner (TI-I-7011) and TELESCOPIC-Runner
(TI-I-7005), as well as the ECO-Runner carriage system (TI-I-7001).
Our brochure Product Range Linear Technology (TI-I-7000)
provides an overview.

Whenever, for example, machine or operating parts need to be
moved smoothly by hand or automatically in continuous daily
use, or heavy masses need to be moved precisely and in an
energy-saving manner, IBC linear motion bearings prove their
durability and economic efficienc .

In addition to fundamental qualities such as high load capacity,
service life, stiffness, and ease of motion, IBC linear motion bearings
have an impressively compact structure and are easy to install.

LCE series

The products in the LCE series are compact linear ball bearings.
An inner profile is guided by a cage and moves via bearing balls
within an inner profile, which produces the stroke. Overall, the
EASY-Runner provides high performance in a small package, so
it is very cost-effective.

LCAE series

The LCAE series can be partially extended. The length of the
carriage slider is equal to the length of the outer profile rail. The
guide moves with a stroke that is greater than half of the installa-
tion length of the outer profile rail

LCAD series

The LCAD series can be fully extended. The two carriage sliders
are connected with screws and form the middle segment of the
telescopic mechanism.

The stroke slightly exceeds the actual installation length of
the outer profile rail. This design has nearly identical load
ratings when installed in various orientations.

LCAH series

The LCAH series can be fully extended. Joining the outer profile
as a middle segment results in an H profile. This series is charac-
terized by high stiffness and radial load ratings.

LCAS and LCBS series

The LCAS and LCBS series can be fully extended. For these
series, the outer profile rail is located in an S-shaped support
profile, thereby substantially reducing its width while retaining
high load-bearing capacity and flexural stiffness. Different vari-
ants in this series have single-sided or double-sided extensions.

dimensions in mm

Rail length

28-LCE -060

Carriage slider length

dimensions in mm, only for LCE series

0130

Series

LCE, LCAE, LCAD, LCAH,
LCAS, LCBS

Profile size

28H 35 43

Example:
AC,B,

LCE 28 35 43 130 - 1,970 34 - 1,474
LCAE 28 35 43 130 - 1,970 74 - 1,013
LCAD 28 35 43 130 - 1,970 148 - 2,026
LCAH 28 35 43 130 - 1,970 148 - 2,026
LCAS/LCBS 28 35 43 290 - 1,970 296 - 2,026

Series Profile size Rail length Stroke
from-to
mm

from-to
mm
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.AXExample:
AC,B,

Series

LCX fixed bearing rai
LCU floating bearing rai

2Z shield, double-sided
2RS seal, double-sided

Roller seals

Carriage seals

AX fixed bearing rail wiper
AU floating bearing rail wiper
..S for carriages with seal on long side

2RS21.LCX CL-

Profile size

18 28H 35 43

Rail length

dimensions in mm

Countersink

V tapered for DIN 7991 screws

C cylindrical for Torx screws

Carriages

quantity

1st digit number of supporting rollers
(concentric)

2nd digit number of opposing rollers
(eccentric)

Arrangement

CR radial
CL, CN,
CU axial

Fastening type

28H -1280 .V /2/

Compared to the telescopic linear motion bearings, the ECO-
Runner carriage system enables significantly longer travel,
defined by the length of the support rail less the length of the
carriage.

Seals and wipers on the carriage ensure that the carriage system
will function reliably over the long term, even in areas with high
contamination.

The support rail is designed with both fixed and floating bearing
systems, resulting in statically determinate support even with
multiple stack designs. This ensures reliable functionality evenwith
unavoidable tolerances and variations in temperature and load
direction.

A large number of available options for the IBC carriage system
make it easy for users to design surrounding components and
produce cost-effective solutions.

CR 18-21 CL 18-21 3
CR 18-22 CL 18-22 4
CR 18-32 CL 18-32 5
CR 18-33 CL 18-33 6
CR 28H-21 CL 28H-21 3
CR 28H-22 CL 28H-22 4
CR 28H-32 CL 28H-32 5
CR 28H-33 CL 28H-33 6
CR 35-21 CL 35-21 3

- CL 35-22 4
CR 35-32 CL 35-32 5

- CL 35-33 6
CR 43-21 CL 43-21 3
CR 43-22 CL 43-22 4
CR 43-32 CL 43-32 5
CR 43-33 CL 43-33 6

Series

Carriage fastening type
Number of

rollers

CR CL
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The innovative INOX-Runner carriage system offers a very
inexpensive stainless steel linear guide. The use of V4A provides
high corrosion resistance, even in maritime applications. The light-
weight, stable design means that the system is highly economical
and reliable. The design is optimized for highly refined running
properties. Two profile sizes are available (30 and 45). Their ver-
satility extends to the ability to cover low and high temperature
applications. The mounting of wipers makes the system impervi-
ous to contamination.

Technical properties:

■ Load ratings S-CB: up to C0rad: 1,790 N
Load ratings S-CB: bis C0ax: 950 N

■ Temperature range: -30 °C up to +100 °C
■ Profile rail material: 1.4404 (AISI 316L
■ Carriage material: 1.4404 (AISI 316L)
■ Roller material: 1.4125 (AISI 440C)

Areas of application:

■ Food industry

■ Beverage industry
■ Medical technology
■ Maritime applications
■ Laboratory equipment
■ Enclosures
■ And any other applications where optimal
■ corrosion protection is the top priority

Example: INOX-Runner S-LBX 45

Series
Profile rail

Profile size Rail length
from-to
mm

S-LBX 30 160 - 4000
S-LBX 45 160 - 5200

Series
Carriages

Profile size Option
Hygiene version

S-CB 30 -HY
S-CB 45 -HY
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The FLEXY-Runner curved guides can be used to implement
non-linear motion sequences. Curves of constant or variable radii
are possible. The system provides a very flexible and economical
solution. The associated carriages are equipped with swiveling
roller carriers and allow for a smooth run, even with complex rail
configurations. Two profile sizes are available. The designs follow
the customer’s particular specifications

Technical properties:

■ Load ratings CC 35: C0rad: 560 N
■ Load ratings CC 35: C0ax: 390 N
■ Load ratings CC 43: C0rad: 1,600 N
■ Load ratings CC 43: C0ax: 1,110 N
■ Temperature range: -30 °C to +100 °C
■ Rail material: high-grade heat-treated steel
■ Carriage material: high-strength aluminium
■ Roller material: 100Cr6 (with lifetime lubrication)

Areas of application:

■ Machinery enclosures

■ Door guide systems for interior train doors
■ Packaging industry
■ Food industry
■ Automation industry

CC 35

CC 43

Series Profile size

70,0
50,0

30
,0

15
,5

M5

M6

80,0 80,0

32,0

50
,0
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Rolling bearings and linear guides
coated with ATCoat
The material surfaces of machine elements are becoming more
and more important to the overall performance of machines,
power units and equipment. However, outside influences very
often alter the surface quality of materials or corrode the surface
material. A whole range of advantages is achieved by coating the
material surface of a rolling bearing and linear guides.

The ATC thin dense chromium coating protects surfaces against
external environmental influences, thereby increasing the service
life of rolling bearings and linear guides and the useful life of ma-
chinery and equipment. These benefits lead to effective material
utilization and energy savings. The ATCoat process combines a
tough base material with a firmly adherent, very thin, and precise
chrome layer. ATCoat treatment provides very good wear and cor-
rosion protection with identical component dimensions.

Rolling bearings coated with ATCoat present an alternative to cor-
rosion-resistant steel bearings, as they have comparable corrosion
behavior on functional surfaces in particular. The layer thickness of
2-4 µm, with a domed surface structure (see cross-section illustra-
tion) demonstrates excellent properties under extreme conditions.
Especially when combined with ceramic rolling elements, ATCoat
treatment enables substantial increases in speed with low ope-
rating temperatures. By preventing frictional corrosion in floating
bearings, which arises due to microdeflection of the outer rings
under thermal expansion or vibration, mechanical systems can
operate longer without downtime in many cases. The special topo-
graphy of the surface significantly improves failsafe running pro-
perties of rolling bearings. For example, if the lubrication system
fails, the machinery can still continue to run under partial load for a
certain period, so that it can be shut down in a controlled manner.

Consequential damages can therefore be limited or prevented.
IBC high precision rolling bearings with ATCoat are therefore
commonly used where lubrication conditions are not ideal.

This can occur, for example, if:

■ only thin fluids can be used as lubricants, and no
separative lubrication film is gener ted

■ very low speeds occur, at which the elastohydrodynamic
lubrication film annot form

■ oscillating motions such as swinging or rocking occur without
reaching a full revolution, so that a separative lubrication fi m
cannot be maintained at the reversal points

■ slipping occurs in unloaded rolling bearings
■ smearing occurs due to inertia-induced slipping of rolling
elements under high acceleration or deceleration, in
combination with insufficient prelo ding

Linear guide applications for the food and chemical industry, where
contact with corrosive or aggressive media occurs (IBC Rolling
Bearings With ATCoat Coating TI-I-5011 and ATC Thin Dense
Chromium Technology).
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Rolling bearings coated with ATCLub

The ATCLub coating is a multilayer coating that has been de-
veloped from the traditional ATCoat coating and similar tungsten
disulfide coating. These are two different thin coating technologies
that add several properties to the base material at low temperatu-
res. First a thin chrome layer is applied to the workpiece, then the
tungsten disulfide coating

ATCLub prevents direct contact between metal surfaces and is
comparable to an oil film. It has an extremely low coefficient of
friction and can be used wherever little or absolutely no lubrication
can be applied.

The familiar benefits of ATCoat, such as wear resistance and
corrosion protection, are enhanced by a reduction in friction.

Features of ATCLub coating:

■ ATC layer thickness: 2-4 µm
■ Lub layer thickness: maximum 0.5 μm

■ Permissible contact pressure: 2,450 MPa
■ Temperature range: -188 °C to +538 °C
■ Coefficient of friction: 0.0

■ Color: metallic silver-gray to anthracite

Rolling bearings coated with MoS2

Molybdenum disulfide coatings are used as a substitute for con-
ventional lubrication with grease or oil. They are applied to the
functional surfaces of the rolling bearing. This type of dry lubrica-
tion is typically required by the type of application, for example in
vacuum conditions.

Features of MoS2-coating:

■ Layer thickness: 3-5 µm

■ High pressure resistance
■ Temperature range -180 °C to +450 °C
■ Coefficient of friction: 0.
■ Color: anthracite
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